
Features

3500 series
•  Weatherproof design meeting a wide range of 

worldwide approvals. 
• Touch set cams are hand adjustable, spring 

loaded and self-locking providing quick 
calibration of position switches and sensors.

•  Terminal strips are pre-wired and numbered 
with generous working space for ease of use.

•  Strong durable Beacon offers 360º visual 
indication available in a choice of styles and
colors.

•  Additional conduit for easy field wiring and 
mounting accessories as standard.

• Wide range of switches and sensors. 
• Switch stabilisation plate.
•  Standardized mounting pattern for easy 

adaptation to common bracketry.
• Range of drive shaft options.
•  Engineered resin enclosure is robust 

yet lightweight; allows broad operating 
temperatures and provides exceptional 
chemical, UV and impact resistance.

•  Aluminium enclosures with ultra-low copper 
content (0.2% maximum) ensure robust 
performance in corrosive environments.

• Rugged stainless steel enclosure.
• IP rated plugs certified where applicable.

accutrak™ RoTARy PoSITIon MonIToRS
Weatherproof – IP66/67

Weatherproof rotary position monitors available in high-performance polyamide resin, powder-coated 
aluminium, or stainless steel enclosures, are engineered to withstand the elements while providing a 
wide range of switching configurations to suit diverse application needs.

Technical data

	






IP66/67

V3 SPDT mechanical switches
Magnum SPDT (hermetically sealed proximity type) 

V3 inductive proximity sensors

Engineered resin

Aluminium

Stainless steel
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General application

AccuTrak position monitors are ideal for 
manual and automated rotary valves. They 
provide consistent and accurate valve 
monitoring in a compact unit which can be 
mounted directly or via a valve actuator. 
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accutrak™ RoTARy PoSITIon MonIToRS
Weatherproof – IP66/67

3500 Series resin enclosure dimensions

Dimensions in mm, imperial dimensions (inches) in parenthesis

Notes
1.  See selection guide for standard conduit entries
2.  See switches & sensors data sheet TD10057 for further 

information
3.  Please consult your sales office for any other 

requirements

Technical specifications
Materials of construction
Enclosure Engineered resin
Shaft and hardware Stainless steel
Bushing Nylon
Beacon visual indicator Co-polyester
Drive shaft
Westlock standard Double-D with ¼” A/F
NAMUR standard NAMUR standard VDI/VDE 3845
Available switches

V3 SPDT mechanical
Magnum SPDT (hermetically sealed proximity type)
V3 inductive proximity sensors

View on underside

Standard shaft detailsNAMUR shaft details

Conduit entry 2 posns
M20 standard

(Other thread options available)

4 holes M8 x 1.25P x 8 deep

4 holes M6 x 1.0P x 8 deep

A/FA/F
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accutrak™ RoTARy PoSITIon MonIToRS
Weatherproof – IP66/67

Notes
1.  See selection guide for standard conduit entries 
2.  See switches & sensors data sheet TD10057 for further 

information
3.  Please consult your sales office for any other 

requirements

Technical specifications
Materials of construction
Enclosure Aluminum with powder coat finish

Stainless steel with electropolished finish
Shaft and hardware Stainless steel
Bushing Oil impregnated bronze (aluminum enclosure)

PTFE (stainless steel enclosure)
Beacon visual indicator Co-polyester
Drive shaft
Westlock standard Double-D with ¼” A/F
NAMUR standard NAMUR standard VDI/VDE 3845
Available switches

V3 SPDT mechanical 
Magnum SPDT (hermetically sealed proximity type) 
V3 inductive proximity sensors

Dimensions in mm, imperial dimensions (inches) in parenthesis

3500 Series aluminium & stainless steel enclosure dimensions

View on underside

Standard shaft details

NAMUR shaft details

Conduit entry 3 posns
M20 standard

(Other thread options available)

4 holes M8 x 1.25P x 12.5 deep

4 holes M6 x 1.0P x 9.5 deep

A/F

A/F
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accutrak™ WEATHERPRooF RoTARy PoSITIon MonIToRS

3500 SerIeS SeleCtIon GuIde

1.  Please contact your sales office for guidance on selecting the best possible combination for your control and monitoring 
requirements.

Vctds-02711-en-rA

notes
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www.westlockcontrols.com

Westlock. We reserve the right to change designs and specifications without notice.
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